
TELEHANDLER
3 tonne

duralift.com.au   1300 580 580

 �Ideal for outdoor rough terrain - working off road, on 
uneven or muddy ground

 �Outriggers for added stability when lifting

PRODUCTIVITY	

Lift capacity - nominal	� 3,000 kg
Lifting height	� 9.64 m
Outreach	� 7.15 m
Turning radius (over tyres)	� 3.75 m
Carriage rotation (crowd/dump)	� 11.9°/113.7°
Fuel	� Diesel (120 L)
Tyres	� Rough Terrain
MEASUREMENTS
A  Width	� 2.26 m
B  Length	� 4.99 m (to carriage)
C  Height stowed	� 2.30 m

Tyne length	� Standard - 1.2 (L) x 0.125 (W) x 
0.045 (Thickness) m

Ground clearance	� 0.44 m
Wheelbase	 2.69 m
Drive	� 4WD
MACHINE WEIGHT	� 7,525 kg
ATTACHMENTS

Standard forks
Bucket
Jib
OTHER FEATURES

Outriggers for added stability
Fully rail spec’d: Maximum Capacity Limiter (MCL), Lifting Jib (MCL enabled), 
Reversing Camera, Emergency Stop buttons, UHF Radio, Fire Extinguisher, Battery 
isolator, Squawker reverse alarm, Park brake door alarm

* Specifications are indicative only and may vary depending on model.
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